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1.Part code Al SarAREN]

LM 002 H384 W - 5 B2 C12
OO Wwee O

(Ra2)
®

(@ Product line code = £51{XES
(@ Product code base plate LR RS

@ Chip code ‘T—T\H {—Ui% ATTENTION:: &
s . N OBSERVE PRECAUTIONS
(@ Emitting light colors & ¢4 FOR HANDLING
L ELECTROSTATIC
(®» Recommend the minimum Power DISCHARGE

‘ % SENSITIVE
@1}“@% E@H%/J\Jjji% ‘ DEVICES
BT g

® The number of parallel Circuit F-B&HE&%T
(D The number of series Circuit SEEHERE
@®CRI Ffafg%

2.Features 555

@® Dimension 13.5mmx13.5mmx1.5mm
K~113.5mmx13.5mmx1.5mm
CRI: Ra 80 I@fuf54y - 80
Wide viewing angle : 120° &Yt fE @ 120°
RoHS compliant ( ROHS#74E )
sulphation corrosion resistance #iffi{t

Manual Soldering T (&5

3.Applications N
@ Down light &4T
@® Spotlight FXT
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4.Package Dimensions$f3 K ~f

Tolerance unless otherwise specified: £0.3mm.

13,9 RFAZEH£0. 35K Ik A 1B
wi 262
)
™
! = Ts (Ts Measurement Point ) N X 12 N
T D2 T
11,73 Anode Cathode
| Boox12 D

5.Performance M&E

(1) Absolute Maximum Ratings &35 AZEE

Parameter=#{ SymbolfFS | Rating Value{f | Units&fir
Input power %y A T Pi 8.6 W
Maximum operating current fz K TA/EE T IF max 240 mA
Junction Temperature4&;5 Tj 115 °C
Operating Temperature Range T {E)5 & Top -20°C To +85°C
Storage Temperature Rangefi# i & /& Tstg -40°C To +100°C

Lead Soldering Temperature* 5| £ /81%8 & TsoL Max. 350°C for 5sec Max.

Notes for Table:
1.The temperature of Aluminum PCB do not exceed 85C. If the input power reach 80% max Pi, the temperature of Aluminum
PCB should be control below 75C
EAM RS [ SR A REAE 1T 85 C AN ADhFR AT Ak AThZRAY80% LA FAR 01K S [ 4R R R FZEHRIAE 7S C LA
2.When hand soldering, keep the temperature of iron below less 350 Cless than 5seconds
T TR SRR E M N T350°C I (R AR 2 51
.3.D.C. Current : Tj =Ts + Rj-c x Pi
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HONGLI H|Qh Power COB LED Under Development
(2) Electro-Optical Characteristics at Tc=25°C
YeEEE Te=25°C
cex . LM/W Unit
Parameter2%¥{ |SymbolfF5- | Condition £ | Min. | Typ. | Max. (typ) oy
Forward Voltage VF IF=200mA 34 36 38 \%
= m. J—
IEHHEE
TC=2700K 620 650 780 93
TC=3000K 680 720 860 100
TC=4000K 710 750 900 105
Luminous Flux ov TC=5000K 740 | 780 | 940 110 Lm
StiEE
TC=5700K 770 815 980 115
TC=6000+300K 770 815 980 115
TC=6500K 770 815 980 115
CRI B35 Ra IF=200mA 80 — — — —
Thermal Resistance R (i IF=200mA 3.9 AV
- =200m — . — —
B (j=¢) C
6.Product bins =5 32% o
Chromaticity bins
045
= 2700K
L 3000K
[ ANS| 4—Step
L MacAdam
COBM %
035 [—
029 L L ‘ L L ‘ L L
0.29 0.35 0.45 0.50
Center TC 2725K 3045K 3985K 5028K 5665K 6530K
X, Y 0.4578,0.4101 | 0.4338,0.403 | 0.3818,0.3797 | 0.3447,0.3553 0. 329, 0. 3417 0. 3123, 0. 3282
Notes for Table
*1.Color bins are defined at IF=200mA operation. If use different forward current, it will cause the change of chroma-
ticity and forward voltage.
Zr IR AR 200mA s, o AT R, 25 R R R AR
*2.The tolerance of measurement at our tester is VF+/-3% , ®v+/-10% and Ra+/-2.
MR LN EAV A ZEAEHEE3% |, JiiH£10% FIEE+2 -
3.Tolerence of £0.005 on x,y coordinates.
T ALR IR 2R 22 A0 VR 7E20.005
4.Color region stay within MacAdam "4-step" ellipse from the chromaticity center. but does not contain the color tem-
perature 60001£300K. The chromaticity center refers to ANSI C78.377-2008.
] I HIAE (R T O AR 4R S R 2 Y, (BB HE 4R 6000£300K, 4R 4 binZ: % ANSI C78.377-2008.
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Mass production

7.CharacteristicsZ {4

T w0 125 Wavelength Characteristics Ta=25°C
) gth Characteristi
< 5 10 A 6 T 2 A i 2k P
5 1209 120 E
= 0] - % A
<] o
2 100% s g | / -
E % é ) \
3 80% AN o 3 P j \
= - E / \,
5 6% \ - € 5 40 <t \1}
= @ = z 9‘
g 40% ~—] 100 ﬁ 3 2 ‘_\r‘
i [— 7I ] ‘:
= 200 95 0 \Q
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A | HONGLITRON High Power COB LED
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Mass production

8.Packing Specifications fu3EH#%

f“ HONGL ITRONC o  mannr
gk lb o) pCEIPTEE e
TYPE: QTY: §4 (Description) : High Power LEDs
= ia i S (Type) : XXXXXXX XXXXXXX

VF: IF: PV: KX (Color): XXXXX

3 . &= QTY) : xxxxK
Te: XY %74t (LOT NO) :
SDCM< Ra: HHE B (Date):
DATE: LOT.NO: #R{F R (Operator) :

Label on ESD shielding #H4% FHRZS

®V: Luminous Flux rank %i# & R4S E

VF: Forward voltage rank IF [&] . E RS 2S5
TC: Color temperature )5

SDCM: Nt a2
B Packing figure E35E

—>

Tray: 50pcs

Label on box #MNEIRE

6Tray/ESD Shieding Bag:300pcs

$ - &g

4Inner Box/Outer Box:2400pcs 2ESD Shieding Bag/Inner Box:600pcs
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| HONGLI _ HiQh POWGI' COB LED Under Development
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Precaution for use (B3 # )

1. StoragefifF

To avoid moisture, we recommend storage conditions for the unopened LED +5 ~ +30 °C, rela-
tive humidity <60%. LED should be used within 168 Hrs. of opening the package. Please make sure to
dehumidify and vacuum pack the remaining/ unused LED. Dehumidifying condition: +120°C+5° C,

04 Hrs. Effective age for the sealed led is one year. %t 002 Y2 - BRI A EARIT EL2EHT
oy 5-30° C - MHNHEEE/NF 60% - EFEIAEHY LED SEIRIELE 1681 N{EHZ 352
AR ZT i B TRREH R ZREEORT - PRIESRM © 120° CE£5° C - 4H » = anEf R
FERBERIAN—4 -

2.The soldering precautionsZH 353 E =517 :

Soldering conditions: Reflow soldering is not recommended for this LED. If hand soldering, set sol-
dering iron temperature at 350°C and soldering time not More than 5 seconds, after the first soldering,
make sure the substrate surface temperature returns to ambient temperature before a second soldering.
Please make sure when soldering, there is no external force on the soldering surface (such as pressure,
friction or sharp metal nails, etc.), to avoid gold wire deformation or damage and other abnormalities. If
beyond recommended conditions, we cannot guarantee the LED stability, please do the risk assessment
first. WRRESRAT ¢ I b A HEFECE I EDRUERERIRAL 520 > F LR RRECREE 3507 C - 17
P EA AT 5 B SR SRR R B R ENGR AR IR E B BERE > J5 758 =
HIKR#E - kﬁ%ﬁj‘lﬁx}_ﬁf\ AIESNITER TR AR (AETT - EEHEEEEN e EF TS ) - DI
BRI BMW RS  RE ML E SR - AP R BEORIE ™ iV ARE M - AIFE(EHIE
ARSI - 1655 fJA\ AT -

3. Anti-Static Measures[/j 5% HHE i -

Please take adequate measures to prevent electrostatic generation, such as wearing electrostatic ring
or anti-static fingerstall etc; any relative products like plant equipment, machinery, carrier and transpor-
tation units shall be connected to discharging unit/ ground. The ESD sensitivity of this product is >
1000V, after assembly the final lamp, please make sure to discharge Static Electricity by proper ESD

equipment. 15 REUR SHYFE RS (EAF LA - EEATT AR A SR THEES . B IHIE) R
T (I~ e~ Hles ~ BRSSO ) NEEERFRE - HRR ™ = AT
anH A B R R 1000V » SERCEHIR AT B an (S) BUGEEAHIALED (Bl

%)
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- HONGLI N HiQh Power COB LED Under Development
‘ TS e P/ N: HL— LM002H384W-5B2C12(Ra2) | tass producion

4. Temperature Control}i5 25

Recommended temperature conditions for enhanced product life: TS (Cathode Point) is <85°C
and glue surface temperature <160°C. During assembly, please ensure that a good quality thermal
paste is applied and distributed evenly over the surface. While using thermal pad (Heat Sink), make
sure LED is firmly tightened and there is no gap between surfaces. This product Heating conditions,

tested at 500V with medium surface contact. FRIFEFAFITHESAFN © TSE (FURIREL) 85D
T RAEREDREE/NT 160/ « fEHRELLT » BEART &7 e 2K § i ORIE 4S50
{EEALAGE - R SERAES BamaREaHE R HISRE R VIOREEEA
PG o AL SHIERET - B RIRIE 2 2R S EN S S PR SE 2l - R e
ZEPNGE o DL B BT A 2 /D i 500V o

5. The drive control3R Zf#2/] -

Drive this product at constant current. Output current range specifications should be according to
the operational and other conditions, as mentioned in data sheet. Before using a con-

stant voltage source or altered specifications other than recommended, please consider risk factors.
AT an AR R FUR A TS - HErt R A Sl 5 ERVDERERER > 07 A EEIR
SICELALEE PSR - BT R XU A

6.0therHA -

Product is not suitable to use in following conditions &7 fA B[ FE LA NS NEH » 41587 5
FELU NS NREA - PRAG H(E RSO A XU 2 A Y
-Direct or indirect wet / damp conditions, such as rain, etc.;
- ELRE R AT IR B ], LIt R A5
-In contact with sea water and erosive materials
- K A0 T R
-Exposed to corrosive gases (e.g., C12, H2S, NH3, SOx, NOx, etc.);
R TS 4A (0 C12, H2S. NH3. SOx. NOxZ%);

-Exposed to dust, liquids or oils;

R ST SN TN A

)
' ALY,

OK NG
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