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ALUMINUM ELECTROLYTIC CAPACITORS

5000 hours at 105C
‘ D 1 3 elLong life at 105C
eHigh Professional Power Application

SPECIFICATIONS
Item Performance Characteristics
Operating Temperature Range(C) -40~+85
Rated Voltage Range(V) 350~450
Nominal Capacitance Range(uF) 1000~18000
Capacitance Tolerance(20°C, 120Hz) +20%

After 5 minutes at 20°C application of rated voltage, leakage current is not more than 0.01CV or 1.5mA,
Leakage Current(p A) whichever is smaller.
C: Nominal Capacitance(p F) V: Rated Voltage(V)

Dissipation Factor(20°C, 120Hz)(tan §) Lessthan0.15
After applying rated voltage with specified ripple current for 5000 hours at +105C and then resumed
16 hours

Loat e Capacitance Change: + 20% Initial measured value

Leakage Current: Not more than Initial specified value
Dissipation Factor: Not more than 200% Initial specified value

After storage for 1000 hours at +105°C,U, to be applied for 30 minutes and then resumed 16 hours
Capacitance Change: + 20% Initial measured value

Leakage Current: Not more than Initial specified value

Dissipation Factor: Not more than 200% Initial specified value

Shelf life

MULTIPLIER FOR RIPPLE CURRENT

Frequency coefficient Temperature coefficient
Freq(Hz)| 50Hz 120Hz | 300Hz | 1KHz |=10KHz Temperature(‘C) | <+40 +55 +70 +85
Factor | 0.70 1.00 1.10 1.30 1.40 Coefficient 2.5 2.1 1.7 1.0
DIMENSIONS
Sleeve
i Vent Unit:mm
+l : :—I
4 i I 5 oD | 51 | 64 | 77 | 90
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CD139 U, 350V(2V) 400V(2G) 450V(2W)
Cap Us 400V 450V 500V
(HF) Code DxL (A) DxL (A) DxL (A)
1000 102 51x75 3.9 51x75 3.9 51x 96 4.2
1200 122 51x75 4.2 51x 96 4.6 51x115 5.0
1500 152 51 x 96 5.2 51x115 5.6 51 x 130 5.9
1800 182 51 x 96 5.7 51 x 130 6.4 64 x 96 6.3
2200 202 51 %130 7.1 64 x 96 6.9 64x115 7.4
64 x 96 7.7 64x115 8.2 64 x 130 8.6
2700 272
77x115 8.7
64x 115 9.1 64 x 130 9.5 64 x 155 10.2
3300 332
77 x 130 10.1
64 x 130 10.4 64 x 155 1.1 64 x 195 12.3
3900 392
77x115 10.4
64 x 155 12.2 64 x 195 13.4 77 x 155 12.9
4700 472
77x115 11.5 77 %130 12.0
64 %195 14.6 64 x 195 14.6 77 x 195 15.4
5600 562
77 %130 13.1 77 x 155 14.0 90 x 157 14.9
6800 682 77 x 155 15.5 90 x 157 16.5 90 x 196 18.0
8200 822 90 x 157 18.1 90 x 157 18.1 90 x 196 19.8
10000 103 90 x 157 19.9 90 x 196 21.7 90 x 236 23.6
12000 123 90 x 196 23.8 90 x 236 25.8
15000 153 90 x 236 28.8
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