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AC CERAMIC CAPACITOR

Y 1 FEATURE

@Ideal for across the line applications

@®Compact size
@ Cost effective product

Y2

@ Safety standards recognized

SPECIFICATIONS

-25C TO +85C

100pF TO 10000pF

+10%, £20%, +80-20%

AC Y1450V,Y2 250V

+10% for B (Y5P), +30t0-80% for FY (Y5V)
B: 2.5% max. at20C and 1 KHz, 1 + 0.2Vrms.
FY:50max. at20C and 1 KHz, 1 £ 0.2 Varms.
10000M Q at 500VDC for 1 minute.

1500 VAC for 60 seconds. (250VAC)

4000 VAC for 60 seconds. (450VAC)
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Y2 250VAC

OPERATING TEMPERATURE RANGE
CAPACITANCE RANGE
CAPACITANCE TOLERANCE

RATED VLOTAGE

TEMPERATURE COFFICIENT
DISSIPATION FACTOR (tan &)
INSULATION RESISTANCE AT 20TC

Dmax Tmax

DIELECTRIC STRENGTH

LL

C:3mm max
LL:16mm min
d:0.7+/-0.05mm

Y1450VAC

Dimension (mm) Dimension (mm)

Capacitance Temp Tol Capacitance Temp Tol
pF Char © PF Char °
D max T max Px1 D max T max Px1
100pF~330pF 1 5 7.5 100pF 7 6 10
470pF 2B 1 5 7.5 150pF~220pF 2B 7 6 10
+10% +10%
680pF (Y5P) 10 5 7.5 330pF +£10%  +10% 7 6 10
1000pF 10 5 7.5 470pF (Y5P) 9 6 10
1000pF 8 5 7.5 1000pF 13 6 10
1500pF 9 5 7.5 330pF~470pF +10% 7 6 10
2E
2200pF +30~-80% +20% 10 5 7.5 1000pF 8 6 10
(Y5U) 2E
3300pF 12 5 10 1500pF 10 6 10
+30~-80%
4700pF 14 5 10 2200pF +20% 13 6 10
(Y5U)
1000pF 8 5 7.5 3300pF 15 6 10
1500pF 9 5 7.5 4700pF 17 6 10
2200pF 2F 8 5 7.5 1000pF 8 6 10
+30~-80% +20%

3300pF (Y5V) 9 5 7.5 1500pF 2F 9 6 10
4700pF 11 5 7.5 2200pF +30~-80% +20% 9 6 10
0.01uF 14 5 10 3300pF (Y5V) 11 6 10
4700pF 13 6 10

A= R VA
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