
 

 

JESIVA  
Part nº 

RATED 
POWER 

INPUT OUTPUT TEMP 
SIZES (mm) 

WEIGHT 
A B C D E 

           

CCT0065-BA 65VA 400/440V 230V 40˚C 75 72 86 62.5 54 1.5Kg 

CCT0100-BA 100VA 400/440V 230V 40˚C 84 85 92 70 64 2.0Kg 

CCT0165-BA 165VA 400/440V 230V 40˚C 96 91 103 80 76 2.5Kg 
CCT0200-BA 200VA 400/440V 230V 40˚C 96 105 103 80 90 3.5Kg 
CCT0250-BA 250VA 400/440V 230V 40˚C 108 105 115 90 85 4.0Kg 
CCT0330-BA 330VA 400/440V 230V 40˚C 108 119 115 90 99 5.0Kg 
CCT0400-BA 400VA 400/440V 230V 40˚C 120 105 123 100 86 6.0Kg 
CCT0500-BA 500VA 400/440V 230V 40˚C 126 125 128 105 106 7.0Kg 
CCT0650-BA 650VA 400/440V 230V 40˚C 150 112 150 125 90 8.0Kg 
CCT0800-BA 800VA 400/440V 230V 40˚C 150 129 150 125 107 10.5Kg 
CCT1000-BA 1000VA 400/440V 230V 40˚C 150 155 150 125 133 14.0Kg 
CCT1400-BA 1400VA 400/440V 230V 40˚C 174 150 160 135 121 19.0Kg 
CCT2000-BA 2000VA 400/440V 230V 40˚C 174 170 160 135 121 23.0Kg 
           

           

           

           

           

DATA SHEET 

 
Control Conventional 

Transformers 
 

Code:      

   CCTXXXX-BA 
Date: 

Jul 2011 www.JESIVA.com 

 

MAIN FEATURES: 

 Unitary insulation test at 4KV 

 According EN61558 European Standard (CE) 

 All used materials are minimum Class B (130ºC) 

 Enameled cooper wire Class H (180ºC)  

 

 Protection index: IP-00 

 Internal thermal protection under request   

 Optional DIN Rail mounting up to 165VA 

 Other voltages or powers under request 
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