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FEATURES:

+ Wire—wound Structure

- Excellent heat resistance

- Excellent environmental

characteristics
+ High reliability

ELECTRICAL CHARACTERISTICS:

THROUGH-HOLE RADIAL POWER CHOKES

LCH SERIES

0605,0606,0805,0807,0809

OPTIONS:

+ Packaging: Bulk is standard
- Tolerance: 10% is standard,
tighter tolerances available

COMMON APPLICATIONS:

- Power Supplies

- SCR and TRIAC Controls
- RFI Suppression

- Filters

- Switching Regulators

PHYSICAL CHARACTERISTICS:

Note:1. K=+ 10%,M= = 20%

Part s ] DC R(Q)Max. IDC(A)
LCH-xxxx~ (i H) 0605 | 0606 | 0805 | 0807 | 0809 | 0605 | 0606 | 0805 | 0807 | 0809 rn—f—‘i*
100M 10 0.07 | 0.05 | 0.04 250 | 290 | 2.60 :
120M 12 0.08 | 0.06 | 0.04 240 | 250 | 2.60 T A
150M 15 0.09 | 0.07 | 005 210 | 220 | 2.10 |
180M 18 0.10 | 0.08 | 0.05 200 | 1.90 | 2.00 A\ A7 |
220M 22 018 | 011 | 012 | 0.09 | 006 | 090 | 127 | 1.70 | 1.80 | 1.70 \
270M 27 021 | 014 | 014 | 0141 | 006 | 081 | 114 | 160 | 1.70 | 1.60 B
330M 33 027 | 047 | 017 | 013 | 007 | 074 | 1.03 | 1.40 | 150 | 1.40
390M 39 029 | 019 | 021 | 014 | 008 | 068 [ 095 | 1.30 | 1.30 | 1.40
470M 47 034 | 023 | 024 | 015 | 010 | 062 | 0.87 | 120 | 1.30 | 1.30
560M 56 042 | 026 | 031 | 018 | 011 | 057 | 0.80 | 1.10 | 120 | 1.20
680M 68 048 | 028 | 034 | 020 | 014 | 051 | 072 | 1.00 | 1.10 | 1.10
820M 82 055 | 039 | 040 | 024 | 046 | 047 | 066 | 093 | 1.00 | 1.00
101K 100 068 | 043 | 052 | 028 | 019 | 042 | 059 | 081 | 0.89 [ 0.90
121K 120 077 | 054 | 059 | 036 | 022 | 039 | 054 | 076 | 0.81 | 0.82
151K 150 095 | 064 | 071 | 042 | 027 | 035 | 048 | 067 | 072 | 074
181K 180 115 | 074 | 089 | 057 | 031 | 032 | 044 | 062 | 066 | 0.71
221K 220 130 | 096 | 1.04 | 063 | 0.38 | 029 | 040 | 054 | 057 | 064
271K 270 156 | 112 | 128 | 088 | 053 | 026 | 036 | 049 | 051 | 057
331K 330 218 | 148 | 147 | 105 | 061 | 023 | 033 | 044 | 046 | 051 Dimmension: mm
391K 390 247 | 166 | 167 | 117 | 069 | 021 | 030 | 041 | 0.44 | 048
471K 470 292 | 191 | 195 | 1.34 | 089 | 020 | 028 | 0.38 | 041 | 043 Part Numb A B ¢ D E
561K 560 397 | 231 | 283 | 172 | 1.01 | 018 | 025 | 0.35 | 0.36 | 0.40
681K 680 457 | 267 | 325 | 1.96 | 1.18 | 0.16 | 023 | 032 | 0.33 | 0.35 LCHO605 |5.2Max | 4.06104.060.3| 6.5Max| 0.5
821K 820 528 | 3.10 | 382 | 256 | 157 | 0.15 | 021 | 031 | 030 | 0.32 LORE0E || Gl SUEID| AOEDS)| Gk @9
102K 1000 706 | 445 | 528 | 294 | 184 | 013 | 019 | 025 | 027 | 0.30 LCHO0805 |5.5Max |5.061.0 [5.060.3 | 8.3Max| 0.7
122K 1200 6.03 | 404 | 210 023 | 024 | 027 LCH0807 |7.5Max | 5.061.0 | 5.060.3 | 8.3Max| 0.7
152K 1500 715 | 470 | 280 021 | 022 | 023 LCH0809 | 9.5Max | 5.061.0 | 5.060.3 | 8.3Max| 0.7
182K 1800 826 | 505 | 321 020 | 020 | 021
222K 2200 111 | 625 | 4.21 0.18 | 0.18 | 0.19
272K 2700 131 | 872 | 4.94 0.16 | 0.16 | 0.17
332K 3300 159 | 106 | 6.16 0.14 | 0145 | 0.15 TECHNICAL INFORMATION
392K 3900 18.0 | 142 | 6.84 013 | 014 | 0.14
472K 4700 23.9 16.7 7.89 0.12 0.12 0.13 + IDC Max:Determined when superimposed
562K 5600 268 | 187 | 115 041 | 011 | 0.12 - Testing: (Equivalent acceptable)
682K 6800 317 | 218 | 132 0.098 | 0.10 | 0.11 Inductance:HP4284A 1kHz 0.1V
822K 8200 465 | 287 | 152 0.088 | 0.093 | 0.10 RDC:QuadTech 1880 Milliohmmeter
103K 10000 557 | 330 | 220 0.081 | 0.084 | 0.089 IDC Max : Lowers inductance by 10%
+ Operating temperature: —40C to +105C
12X 12000 250 0re + Storage Temperature: —40C to +105C
153K 15000 29.1 0.068 - Solder methods: Vapor Phase, Infrared Reflow
183K 18000 38.9 0.066 - Resistance to soldering heat:260°C for 10 seconds
203K 22000 44.9 0.059 - Solvent resistance: Conforms to MIL-STD-202E
273K 27000 55.7 0.052 + Marking: Inductance & Tolerance
333K 33000 64.2 0.048
393K 39000 74.2 0.042
473K 47000 96.4 0.038 Note:All specifications subject to change without notiece.
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