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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A RELEASED PER ECO # 543 6/10/2009 E. PANTAZI

687 LOWELL STREET, METHUEN, MA 01844 * PHONE: (978)687-8844 FAX (978)687-2477
E-Mail: INFO@THERMATRONENG.COM Web Site: HTTP://WWW.THERMATRONENG.COM

NOTES:
FRAME FINISH GOLD IRRIDITE PER MIL-C-5441.1.
WELD PER TEI 101-04.2.
PRESSURE TEST AT 150 PSI, PER TEI 101-03.3.
BRIGHTEN FINS PRIOR TO FRAME ASS`Y, PER TEI 101-06.4.
INTERNAL FLUSH AND TUBE TREAT, PER TEI 101-07.5.
APPLY LABEL AS SHOWN, MARK DATE CODE AND P/N.6.
CAP FITTINGS PRIOR SHIPPING.7.
MATERIAL: COPPER FINS / 316L STAINLESS TUBES.8. NEXT ASSEMBLY:
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2.60

8.12

2X 1/2" BEADED FITTING

16.10 (CORE LENGTH)

2X PEM INSERT CLS-632-2
INSTALLED FROM FAR SIDE
ON A 6.375" B.C AS SHOWN
BOTH FAN CUTOUTS
4 PLACES TOTAL

4.02 8.06

6.38±.13

2X 1.23±.13

6.00

.60±.13

90°

1.502X 

90°

±.131.25

.87±.13


