
Production Specification 

AL05NW -A Series

Copyright ©  2015 ALLIX Co.,Ltd . All rights reserved. / www.allixs.com
Document Revision V2. 2015.12.16

Table of Contents

Part Number Description ------- p2

Specifications ------------------- p3

Rank  ---------------------------- p4

Characteristics Diagrams ------- p7

Chromaticity Diagram -------- P11

Color Rank --------------------- p16

Results of Reliability Test ----- p29

Soldering Cautions ------------ p30

Precaution --------------------- p31

Outline Dimension ------------ p36

Taping  ------------------------- P37

Packing Structure ------------- p38

LAMP 5Ï IR Round LED 
Device No. : AL05NW -A (50)

Applications

·  Coupling into light guides

·  Optical indicator

·  Interior automotive lighting

·  Indoor General Lighting

·  Retrofits and Fixtures 

Features

·  Package : LAMP 5 Ï Round LED 

Ŀ  Viewing Angle : 2ȅ1/2 = Õ25deg 

·  Color : White

·  CRI : Typ. 96

Description

AL05 NW-A Series have wide viewing

angle, and white LEDs are devices

which are materialized by combining

blue chip and special phosphors . This

feature makes the LED ideal for light

guide application .
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1. LAMP Part Number Description 

A L 05 N W ïA ŽŽŽŽ(50)

A ALLIX

L
External Shape 

L : Lead ed Type (Lamp Type)

05

Package Size

03: 3Ø 05: 5Ø 08: 8Ø 10: 10Ø

N
ESD Protection

Z : Zener Diode, N : Non Zener Diode

W

Emission Color

W ( w h i t e ) R ( r e d ) G ( g r e e n ) B ( b l u e ) I ( i n f r a r e d ) U ( u l t r a v i o l e t )
A (amber ) Y (ye l l ow) S ( Skyb lue ) O( o range) P (p ink ) F (R,G,B Fu l l )

A
Color Rendering Index

A : High (Ra Ó90), B : Medium (Ra=80~89), C : Low (Ra Ò79)

Ƚ

Color Rank(CCT)

A:10,000K, B:8,000K, C:6,500K, D:5,700K, E:5,000K, F:4,500K, G:4,000K, 
H:3,500K, I:3,000K, J:2,700K, K:2,500K, L:2,200K, M:2,000K

Ƚ I V ( mcd ), ūV (lm) Rank

(50) Viewing Angle
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